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MODEL: SSF33S, 1/3 HP | SSF50S, 1/2 HP

3 YEAR LIMITED WARRANTY
Assembled in USA with Foreign and Domestic Parts

PUMP SNAPSHOT
HP - SSF33S, 1/3 HP | SSF50S, 1/2 HP
Construction  - Stainless Steel And 
 Cast Iron Bottom
Switch Type  - Integrated Vertical Float Switch
Motor  - 120 Volt, PSC Oil-Filled Motor
Impeller  - Centrifugal
Intake  - Top Suction
Discharge  - 1 1/2 In. NPT
Submersible  - Yes
SSF33S UPC - 040066217394
SSF50S UPC  - 040066217400

PUMP SPECIFICATIONS

®

PERFORMANCE
SSF33S  - 1/3 HP - Max Flow 77 GPM: 64 GPM @ 5'
SSF50S  - 1/2 HP - Max Flow 85 GPM: 75 GPM @ 5'

FLOW RATES:

CORROSION RESISTANT CONSTRUCTION 
WITH TOP SUCTION DESIGN TO MINIMIZE 
CLOGGING

Length  - 10 1/2 In.
Width  - 9 In.
Height  - 11 In.
Weight  - 23 Lbs.
Power Cord - 8 Ft.

GPM @ 5’GPM @ 10’GPM @ 15’GPM @ 20’

64Gal/Min @ 0 MAX Flow 77 51 37 20

MODEL:SSF33S - 1/3 HP

GPM @ 5’GPM @ 10’GPM @ 15’GPM @ 20’

75Gal/Min @ 0 MAX Flow 85 64 51 34

MODEL:SSF50S - 1/2 HP

PERFORMANCE THAT LASTS FOR YEARS
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